
52 WEB: WWW.AEHONLINE.COM

• Edge wire saddle (hinged)

•Material: UL94V-2 (E53664)

UL94V-0 (E41797

• Edge wire saddle

• Protects wires from sharp edges

• Material: UL94V-2 (E53664)

UL94V-0 (E41797)

PHONE: 1 800 778 7234
FAX: 1 800 832 9234
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ITEM NO.
UL94V-2    UL94V-0

03-24-60 03-24-60X .232 (5.9) .187 (4.8) .031-.063     (.8-1.6)

W1
inches     (mm)

W2
inches     (mm)

Chassis Thickness
(Chassis Cutout)

inches          (mm)

ITEM NO.
UL94V-2 UL94V-0

COLOR: Black White

PACKAGING: 500/bag 500/bag

MATERIAL: Nylon 66 Nylon 66

ITEM NO.
UL94V-2 UL94V-0

COLOR: Black Black

PACKAGING: 500/bag 500/bag

MATERIAL: Nylon 66 Nylon 66

ITEM NO.
UL94V-2    UL94V-0

03-23-11 03-23-11X .457 (11.6) .709 (18.0) .437 (11.1) .622 (15.8) 1.24 (31.4) .551 (14.0) .020-.063    (.5-1.6)
03-23-18 03-23-18X .724 (18.4) 1.02 (25.8) .696 (17.7) .913 (23.2) 1.82 (46.1) .827 (21.0) .020-.063    (.5-1.6)
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inches     (mm)

W2
inches     (mm)

L1
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L2
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L3
inches     (mm)

Panel Thickness
(Chassis Cutout)

inches        (mm)

A

inches     (mm)

03 – WIRE ROUTING DEVICES


